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1.概述

  

DEXA-C097是GDEP097TC2的专用驱动板，通过专用软件可以直接驱动GDEP097TC2 
屏幕显示。

2. 用途

DEXA-C097可支持GDEP097TC2屏幕的驱动，为客户的墨水屏设备提供E Ink 屏幕驱动

功能，减少客户在屏幕驱动上的开发工作量，以便更快速高效完成产品方案。

3. 结构规格

尺寸图： 

型号 适用温度 屏幕型号 屏幕颜色
DEXA-C097常温 -20℃ ~ 70℃ GDEP097TC2 黑白 16 灰阶 

功能 驱动电子墨水屏

输入接口 1、 Micro USB 接口 
2、 I2C 接口 

输出接口 EPD 接口, 翻盖下接触（connector 1） 
指示灯 电源指示灯

外形尺寸 65*42*7 mm 
固定方式 螺丝孔*4 
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4. 外观图片

5. 硬件规格

功能 驱动电子墨水屏

电源输入 DC5V 
工作电流  35mA（待机状态）

灰阶范围 最大支持 16 灰阶 
支持屏幕尺寸

9.7” EPD

工作温度
-20℃ ~ 70℃GOOD D
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6. 架构图

*本页以下空白

GOOD D
IS

PL
AY

DEXA-C097

www.good-display.cn 7/11 9.7寸电子纸开发板



7. 引脚定义图：

Pin Signal Description Remark 

1 VNEG Negative power supply source driver 

2  NC NO Connection
3 VPOS  Positive power supply source driver 
4  NC NO Connection

 5 VSS 

 6 NC 

 7 VDD  
8  XCL Clock source driver

 9  XLE Latch enable source driver
 10 XOE 

 11 VDD 

 12 XSTL
 13 D0 Data signal source driver

 14 D1 Data signal source driver

 15 D2 Data signal source driver

 16 D3 Data signal source driver

 17 D4 Data signal source driver

 18 D5 Data signal source driver

 19 D6 Data signal source driver

20 D7  Data signal source driver

 21 NC No Connection

 22 VCOM Common connection

 23 NC    No Connection

 24 VGH 
 25 NC No Connection

 26 VGL 
 27 NC No Connection

 28 MODE1 Output mode selection gate driver

29 MODE1  Output mode selection gate driver

30 VDD  Digital power supply drivers
31 SPV  Start pulse gate driver
32  CKV Clock gate driver

 33 Border GOOD D
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NO Connection
Digital power supply drivers 

Ground

Output enable source driver 
Digital power supply drivers  
Start pulse source driver 

Positive power supply gate driver 

Negative power supply gate driver 

Border connection 
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8. 软件规格

DEXA-C097可连接 PC 或母板运行软件进行屏幕驱动

9. 电源状态

输入电源DC5V，USB 供电。

10. 指示灯状态

当指示灯亮起，供电正常。

11. V-com 电压调整方法

DEXA-C097出厂时默认V-com 电压是-2.50 V，用户可通过专用软件调正V-com，
具体调整方法如下：

1）将驱动板的USB接口连接到PC机的USB接口。

2）打开“ITE_TCon_DemoAP_v.2.5.4”测试软件。

3）点击connect，正常显示如下图：

GOOD D
IS

PL
AY

DEXA-C097

www.good-display.cn 9/11 9.7寸电子纸开发板



 

 

4）点击“Engineer Features”，如下图所示：

5）在“VComSetting（mV）”输入框内输入要设置的V-Com电压值（注意：输

入值为负值，单位为mV），例如：想要设置V-Com值为-2.6V，则输入框输入

2600即可。数值设置完成后，选择Set VCom（此选项断电不保存）或者Set 

VCom Flash（此选项断电保存），然后点击“Execute”即可完成设置，如下

图所示：
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6）V-Com电压值设置完成后，软件界面会显示当前的V-Com的电压值，此时代

表V-Com电压设置成功，如图所示：

12.电压测试点

在主板背面有8个电压测试点，从上到下依次为P_VGH、P_VGL、P_VCOM、P_3V3、P_

-15V、P_+15V。如需测试测试点的电压，只需将万用表或其他电压测试仪器的负极

表笔接触GND测试点，正极表笔接触待测的测试点，读取电压参数即可。

电压测试点

13. 备注
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