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Capacitive Touch Screen
SENSOR 0OD105.00+0.1 Without double-sided adhesive
N 475802 _ TOTAL=1.25+0.1
3 SENSOR VA/AA96.00+0.15 425402
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Bottom Contact “ Connected to ground
1 ’_..._‘< 6 Pins Connector(P0.5mm) E
657402 _‘ 1240502 PINNO. | SIGNAL | DESCRIPTION
. 1 IRESET Chip Reset
NOTE 13.14£0.2 2 VDD Supply Voltage
1 G+FL|M 3 GND Ground Connection
4 Interrupt Signa
ITO GALSS:1.1MM . S"[:‘: |2ct Da:: Li:e
Explosion-Proof Membrane:0.15MM 6 soL 12C Clock Line
2.1C: GT911+USB DRIVE BOARD &= cD
3.0PERATING VOLTAGE: 2.8-3.3V
DALIAN GOOD DISPLAY CO., LTD. ;
4. TRANSMITTANCE: >= 80% GooDisplay UNIT: MM SIZE:
5.SURFACE HARDNESS: 3H SHEET: 1 OF 1
6.0PERATING TEMP: -20 ~ +70°C <90%RH LCM PART NUMBER: GDTE043-3-USB ‘REV: A0

7.STORAGE TEMP: -30 ~ +80°C <90%RH
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