-
o2 ¥ 3
s
L
[ -
d ’
. '..
o -
. b - » »
Y 3 g »
. = . =
3 . -
. | N R .
. .
ol e e .
s A A .
* ¥ . ; b
< 1T Ak s e, #
" o .-
% . ®. 20
- < Y T o o3 -
5 . % 3
R - : %o =
b ’ ..
-
i . .. 4
in
¢ X : p
. e -
. ;. e !
-
ol L 5}
.8 5
a .
. . <o .
- & > . . y
b
.
|
|
B
l '}
|

E-paper Display Frontlight

Drive Board

1E3 DESPI-FO1
GooDisplay

®



Goo@isplay E-paper Display Frontlight Drive Board

Product Specifications

[y
-
- -
)
-
e
| [
-
]

(2]
[

380314D_Y37

uc'r.';
DESPI-FO1

Customer Standard
Description Frontlight Drive Board
Model Name DESPI-FO1
Date 2023705709
Revision 1.0
Design Engineering
Approval Check Design

No.18, Zhonghua West ST,Ganjingzi DST,Dalian,CHINA

Tel: +86-411-84619565
Email: info@good-display.com
Website: www.good-display.com

www.good-display.com

2/6 DESPI-FO1



mailto:info@good-display.com
https://www.good-display.com/

GOODispIay E-paper Display Frontlight Drive Board

Contents
) O AV 7S A 1< 11T 4
2. Mechanical Specifications..........ccvviiiiiinnn . 4
3. Main Function Parts.......civiiiiiiiiiiiiiiiiiin e 5

www.good-display.com 3/6 DESPI-FO1



Goo@isplay E-paper Display Frontlight Drive Board

1.0verview
This DESPI-FO1 adapter is specially designed for the front light panel FPC of E-paper
display, supporting 4 different voltages: 3.3V, 9V, 12V, and 21V.

2. Structure Specification

Parameter Specification
Model DESPI-FO1
Dimension 20mm x 39mm
Power Supply 3.3V, 9V, 12V, 21V
Operating Temp. -20C~70C

Supporting front light panels with 4 different
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3. Functions

12V 9V  Power switch 3.3V  Variable resistance
(29V)

Figure 1 DESPI-FO1

1. Front light FPC interface

The front light panel is connected to the adapter board through the FPC interface.
When connecting, insert the FPC gold finger upwards into the P5 or P4 connector of
the adapter board in the manner shown in Figure 2.

P4 definition: 1~2--VCC, 3~6--GND
P5 definition: 1~4--GND, 5~6--VCC
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2 43 INCH Q Hap
E-PAPER DISPLAY iy

Resolution:
250X122

GOOD DISPLAY P S

Figure 2 Connecting the front light FPC to the adapter

2. Test method

1) When the power supply voltage is 3.3V, the short-circuit cap is inserted on
the P4 pin 3.3V.

2) When the power supply voltage is 9V, 12V, or 21V, the short-circuit cap is
switched to the P4 pin Vout, and the other short-circuit cap is inserted on the
corresponding voltage of the P3 pin.

Note: P4 is the power switch port

3. Variable resistor R8

The variable resistor can be used to adjust the brightness of the front light.
Adjust the variable resistor left and right with a flat-head screwdriver, and the
brightness will gradually become darker or brighter with the twist. As shown in
Figure 3

Figure 3
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