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1. Overview

 

2.Features
● High contrast TFT electrophoretic

● 800 x 480 display

● High reflectance

● Ultra wide viewing angle

● Ultra low power consumption

● Pure reflective mode

● Bi-stable

● Low current sleep mode

● On chip display RAM

● Serial peripheral interface available

● External SPI flash/eeprom for waveform

● On-chip oscillator

● On-chip booster and regulator control for generating VCOM, Gate and Source
driving voltage
● I2C signal master interface to read external temperature sensor

● Operational temperature range (15 ~ 35℃

GDEY073D46 is a reflective electrophoretic technology display module on an active 
matrix TFT substrate. The diagonal length of the active area is 7.3” and contains 800 x 
480 pixels. The panel is capable of displaying 7-colors of black, white, red, yellow, 
blue, green, and orange images depending on the associated lookup table used. The 
circuitry on the panel includes an integrated gate and source driver, timing controller, 
oscillator, DC-DC boost circuit, and memory to store the frame buffer and lookup 
tables, and additional circuitry to control VCOM and BORDER settings.

 )

3.Mechanical Specifications
Parameter Specifications Unit Remark 

Screen Size 7.3 Inch 

Display Resolution 800(H)×480(V) Pixel Dpi:127 
Active Area 160×96 mm 
Pixel Pitch 0.2×0.2 mm 
Pixel Configuration  Rectangle

Outline Dimension 170.2(H)×111.2 (V) ×1.0(D) mm 

Weight TBD g 
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4. Mechanical Drawing of EPD module
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5. Input /Output Interface

5.1 Pin Assignment
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5.2 Panel Scan Direction

GOOD D
ISP

LA
Y



GDEY073D46

www.good-display.com 8/8 7.3 inch Series

6. Typical Application Circuit
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