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Rotational Molding Powder HDPE

ROTOUN" HD220P

Description: HD220P is a modified HDPE rotomoulding powder resin, with super
high strength and weatherability. Optional UV level from 8-20,
optional mildew proof and antibacterial.

Additive: eHeat stabilizer eUV stabilizer
Features: eHigh Weatherability eHigh strength
Application: eKayak eSurfboard eTank eCrate
Regulations Compliance ~ @ROHS
Packaging: 020Kg / bag
Shelf Life: eoOne year from the date of production
Daicshoel Typical Values Unit Test Method

Physical Property

Density 0.948 g/cm? ISO1183
Bulk Density 0.390 g/cm?® ISO60
Melt Index (190°C,2.16Kg) 3.5 g/10min ISO1133
Dry Flow Rate 23 s/100g ARM
ES.CR. 200 h ASTM D1693
Melting Point 128 T ISO11357
Mechanical Property

Tensile Strength at Yield 20 MPa ISO527
Tensile Elongation at Yield 800 % ISO527
Flexural Modulus 800 MPa ISO178
impact Strength 24 J/mm ARM
Hardness, Shore D 69 D 1SO868
Thermal Property

Deflection Temperature(0.45MPQ) 65 A ISO75
Vicat Softening Point 121 g ISO306
Brittleness Temperature -40 ‘C ISO974
Aging Property

Oxidation Induction Time 30 min ISO11357
UV Rating (Optional) 8000-20000 h ASTM 2565
Other Property (Optional)

Surface Resistivity 10" Q IEC60093
Flame retardant HB Class UL-94

This data is typical value of the mentioned product data, can not be regarded as indicators of provision quality assurance.
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