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EXPERT POWER SUPPLIER -

DG UPS

DC UPS inbuilt 8800mah lithium batteries

Momo Series

Features:
Plus 412 Plus 412P Plus 412M
1. DC UPS inbuilt 8800mah lithium batteries,
r 1‘ which can provide long backup time.
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Shenzhen UPSEN Electronic CO.,Ltd.

www.upsen.net



Technical Specification:

Momo Plus 412 ' Momo Plus 412P Momo Plus 412M
Input voltage range . 100~240vac
Output voltage (Optional) 5V/gVv/12Vv DC 9V/12V & 15V/24VDC(POE) | 9V/12V & 15V/24V/36V/48V DC
QOutput power 15W
Transfer time 0 ms

Voltage select Choosing through the dial switch

Battery type Lithum battery

QTY & Capacity of battery 8800mAH™1pc

Charging period Typical:2-3 Hours \
uUsB DC 5V/1.0A
(kg) / Net weight (kg) 0.4 \

Unit dimension (mm) _ 159%104*28 |

Environment of performance Temperature 0-40°C, Humidity 20%~90% ‘

Noise level less than 40dB \

POE INTERNET RADIO POE SENSOR

DIGITAL CAMERA POE WEBCAM

POE VOIP WIFI

TIMERE CORDER MONITCR




