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Product Name
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Dongguan Blueuniverse Laser Co.,Ltd SPECTFICATION
THESE SPECIFICATION ARE THE PROPERTY OF DongGuan
Blueuniverse Laser Co.,Ltd Model No.
AND SHALL NOT BE REPRODUCED OR USED AS THE BASIS FOR THE JBP65202_012

MANUFACTURE OR SELL
OF APPARATUSES OR DEVICES WITHOUT PERMISSION.
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PRODUCT PARAMETERS
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Items Parameter Items Parameter
SR RST R -
Housing size $ 20%121mm Optical Lens b 6/B%
L F AR [y
Circuit Board Size 10. 5*18. 5mm Fan /
B o 7 MR ]
Circuit Board 3-5V/ IRt Product Material Fri6061/ FHI
&bt e P
Wire Rod 22#MADCE Product Net Weight 858
Y ML
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OPTICAL PARAMETERS
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Items Symbol Min Typ Max Unit Condition
Stk T
Optical Output Power Po / 200 / mW 3-5ft g,
TAEH:
Working current Top / 230 250 mA
TAEHE:
Operating Voltage Vop 3 3.5 5 V
BOGEAK
Laser Wavelength A p 655 / 665 nm
S
Electric Power W1 0.69 | 0.805 | 1.25 W
vt B TRAE S A 60%H IR AE
D73 R S W TAERE A
Laser Beam Mode gk Working Mode continuous
AR TAEREE:
Line width ﬂ‘lﬁ—'ﬁ Working Temperature —10°C&60°C
B AR (TR
The lens Angle 1100/332}% Storage Temperature —40°CE85°C
TAER[H]: A7 FAR 1 -
Working Time 10000H Enclosure Polarity ﬁ,ﬁi
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VERSION
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CAUTIONS
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The laser light emitted by the laser module is likely to injure persons’ eye, so do not
directly gaze its end surface and wear appropriate safety glasses to prevent laser light
when it is working.
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Laser module needs an appropriate laser driver (PCB). When the laser module connects with
power supply, please set the output voltage to zero. The adjustment of the current should
be slowly increased or decrease to avoid damaging the device.

3. BE R YA E TAE TR 5, DRSS REEH AR, VAR i NI EHE
Keep the device working or storing in a dry environment. The anti—dust grade is over one
million, in order to prevent dust inside the lens to affect the laser dot shape.
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Working at high temperatures will increase the threshold current, reduce conversion
efficiency and speed up the aging of the device.

5. M IIEE TR ESETE, S tEit.
When output power is higher than it’s specific parameter of operation, it will accelerate
the aging of the device.

6. ESE TAF R IOGE IR LA 360 °C ZMMUTEH
When the operation temperature of the laser diode is over 60degree, please do well heat
dissipation of it.
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This laser module is an electrostatic sensitive device. Please make sure ground yourself
or wear an antistatic wrist strap before you take it.

A cavmion Dongguan Blueuniverse Laser
o Co., Ltd
Laser radiation 400-7777-956
[ii \ http://www. bu—laser. Com
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