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PRODUCT PARAMETERS

| ZH i H ZH
Items Parameter Items Parameter
R i .
Housing size ¢ 9*21mm Optical Lens 4. T/
B R U
Circuit Board Size 66mm Fan /
HAL B AR - - 7 o o .
Circuit Board 3-5V/APC Product Material #6061/ #H50
AR 264 2P2. 0% 1R £k P A £ 3
Wire Rod 77mm Product Net Weight - o8
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OPTICAL PARAMETERS
TC=25C
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Items Symbol Min Typ Max Unit Condition
FeH D)
Optical Output Power Po 46 / 60 mW 35Vt
TAEHR:
Working current Top / 150 180 mA
TAEHE:
Operating Voltage Vop 3 3.5 5 Vv
BOtRA
Laser Wavelength Ap 803 808 813 nm
T P
Electric Power W1 0.45 0. 525 0.9 W
e TAEBLI:
Laser Beam Mode ISP Working Mode continuous
9 TAERE:
Line width AM<5mm Working Temperature —~10°C&E40°C
B A7
The lens Angle 130°/3F 5 7 Storage Temperature —40°C&ES5C
TAF ] AT T HAN T
Working Time Enclosure Polarity
10000H w
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UNSPECIFIED DIMENSIND TOL(GB/T1804-92)

DIM e COARSENESS COARSENESS
™3 +0.02 | 20.04
A=5 +0.05 | 0.1
65~30 0.1 0.7
30~120 | 02 | 08
120~400 | +0.5 | £1.2

UNSPECIFIED ANGLE TOL (GB11359-89-M) +1°
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CAUTIONS
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The laser light emitted by the laser module is likely to injure persons’ eye, so do not
directly gaze its end surface and wear appropriate safety glasses to prevent laser light
when it is working.

2. SR EAE R IR YR, WOCBE A R ERES, AR R RSO E s AL T I S 22 1 3 in ik
I, Dl A g4

Laser module needs an appropriate laser driver (PCB). When the laser module connects with
power supply, please set the output voltage to zero. The adjustment of the current should
be slowly increased or decrease to avoid damaging the device.

3. BHE R YA TAE T8I EE, BiRBRIA RN A, DARE I NI
Keep the device working or storing in a dry environment. The anti—dust grade is over one
million, in order to prevent dust inside the lens to affect the laser dot shape.

4 R T AR, SORBME R, PRRFEESCR, s it.
Working at high temperatures will increase the threshold current, reduce conversion
efficiency and speed up the aging of the device.

5. DI S TR ESETAE, Sm#aS 2.
When output power is higher than it’s specific parameter of operation, it will accelerate
the aging of the device.

6. FELE TAF HPBOGE IR FEIX 2140 C Z MU B
When the operation temperature of the laser diode is over 40degree, please do well heat
dissipation of 1it.
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This laser module is an electrostatic sensitive device. Please make sure ground yourself
or wear an antistatic wrist strap before you take it.

Dongguan Blueuniverse Laser
o Co., Ltd
Laser radiation & 400-7777-956
http://www. bu—laser. Com
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