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Item parameter Schematic diagram
AN R 33%37*x66MM
Dimensions
— oo T —
Wavelength 0
T 200nil o
OQutput Power
DAV 19V m
Input Voltage : =
LDV T 500mA
Input Current
WAk JEE - 40°CZE100°C
Storage Temperature
TARRZ: -10C&E75C
Working Temperature
FUKE: 250mm
Wire Length
PR PR ES M
Irradiation Distance
SACONN -
Lightspot Size
TAERS (8] 5000H
Service Life
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UNSPECIFIED DIMENSIND TOLCGB/T1804-92)
T
DIM COARSENESS | COARSENESS
™ +0.02 | 004
3~6 +0.05 | 201
6~ 30 +0.1 0.2
30~120 0.2 0.8
120~400 | +0.5 1.2
: UNSPECTFTED ANGLE TOL (GB11359-89-W) £ 1°
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1. The laser light emitted by laser module is
likely to injure persons’ eye, so do not directly
gaze its end surface and wear appropriate safety
glasses to prevent laser light when it is
working.
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2. Laser module need appropriate laser

driver (PCB). When laser module connect with power
supply, please set the output voltage to zero.
The adjustment of current should be slowly
increase or decrease to avoid damaging the
device.
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3. Keep the device working or storing in dry
environment.
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4. Working at high temperatures will increase the
threshold current, reduce conversion efficiency
and speed up the aging of the device.
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5. When output power is higher than it’s specific
parameter of operation, it will accelerate the
aging of the device.
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6. When the operation temperature of laser diode
is over 7bdegree, please do well heat dissipation
of it.
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7. This laser module is electrostatic sensitive
device. Please make sure ground yourself or wear
an antistatic wrist strap before you take it
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Laser radiation &

BU Laser Co.,Ltd
400-7777-956
http://www. bulaser. Com
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