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Please�Note�that:
The� data� of� products'� appearance,� colors,� cut-out� in� this�
catalogue�is�only�for�reference.�Please�take�the�samples�or�the�
products� shipped� out� as� standards.� Mercanvee� reserves� the�
rights�to�adjust�or�cancel�any�model�in�this�catalogue�without�
advance�notices.�If�you�have�any�questions,�please�contact�our�
sales�representatives.





•� Shape� of� wine� glass� design,� integrating� futurism,� technology,�
aestheticism�with�sensational�metallic�texture.

• Pure aluminum body allows us to perform various surface processing 
methods, including electroplating, oxidization, powder coating or other 
processing methods that are available on the market,providing remarkable 
versatility.

• We provide fixed angle and zoomable angle optical configurations, suitable 
for various application needs.

• Modular design offers the flexibility to change the core parts freely and 
conveniently.

• Great extensibility for product line, apart from 48V magnetic track lights, we 
can also offer a full series of 220V products including three-wire track light, 
four-wire track lights, recessed down-lights, pendent lights, table lamps, 
floor lamps, etc,.

• Multiple intelligent dimming solutions available: touch dimming / DALI / 0-
10V / Zigbee / Bluetooth / Power line control / TRIAC dimming.

• Suitable for high-end hotels, commercial projects, households, art galleries, 
museums and many other space, providing a wide range of applications.

•�酒杯状设计，融合未来感、科技感、艺术感，有着极致的⾦属质感表现⼒。

•�纯铝灯体，能适⽤多种表⾯处理⼯艺，可按需要进⾏电镀、氧化、喷涂等多种案，
可塑性强。

•�产品提供固定⻆度和变焦两种光学配置⽅案，能适应多种场景的使⽤要求。

•�模块化设计，能⾃由拆装更换不同结构件，⽅便灵活。

•�产品线延伸性好，可做低压磁吸导轨灯和⼀系列⾼压灯具：三线导轨灯、四线导
轨灯、嵌⼊式灯、吊灯、台灯、落地灯等等，可实现多种功能及款式⽤途。

•�多种智能化调光⽅式可选：触摸调光、DALI、0-10V、Zigbee、蓝⽛、电⼒载波、可
控硅等等

•�适⽤于⾼端酒店、商业项⽬、家居、美术馆、博物馆等多种公共空间照明，应⽤范
围⾮常⼴泛。

产品特点：Features：
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FAVOR  Pro Series
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•�优质的灯光如美酒⼀般，往往需要数⼗年时间的沉淀，才能越显⾹醇。Favor�Pro�磁吸系列，取灵感⾃酒杯，盛光共赏。
•�Delicate�lighting�is�like�premium�wine,�takes�decades�to�brew�before�turning�mature.Favor�Pro�magnetic�series�get�inspiration�from�the�shape�of�
wine�glasses.�Only�we�fill�the�glass�with�light�instead�of�wine.�



调焦模组

光学组件

快速接头
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旋钮调光
Knob�Button
Dimmer�Control

Fast�Connector Focusing�Module

Optics�Module

Red Purple Green



TUNABLE.
CAN�BE�CONTROLLED�SIMPLY�VIA�AN�APP.

This�APP�was�developed�specifically�for�dimmable�lighting,�and�you�can�easily�set�up�different�lighting�environments.�
Connect�your�smartphone�to�a�Light�Fixture�via�Bluetooth�to�make�different�lighting�settings.

这个应⽤程序专⻔为可调光开发，你可以轻松设置不同的灯光环境。通过蓝⽛将智能⼿机连接到灯具上，可做不同灯光设置。

LIGHT DIMMING�AND�COLOR�ADJUSTMENT

调光调⾊

CUSTOM�MODE

⾃定义模式

⾮凡系列可通过APP智能调光

•�独特分体设计，便利更换组件。
Patented�magnetic�connection�makes�it�super�easy�to�install.

SCENE MODE

情景模式
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旋钮调光
Knob�Button
Dimmer�Control



铬⾊
Chrome

⽩⾊
White

⿊⾊
Black

⿊⾊�/�铬⾊
Black�/�Chrome

⽩⾊�/�铬⾊
White�/�Chrome

可调光束
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Adjustable�Beam�Angle�10°~60°

⾮凡系列
FAVOR��Pro�Series

旋钮调光
Knob�Button
Dimmer�Control

⾮凡系列
FAVOR��Pro�Series

10°~60°
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⾮凡系列
FAVOR��Pro�Series

旋钮调光
Knob�Button
Dimmer�Control

⾮凡系列
FAVOR��Pro�Series
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⾮凡系列 FAVOR�Pro�series
磁吸射灯
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蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

MVT1001N2-OZ-013L3-D(W/C)White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

IP�等级
IP�Level

24PCS

旋钮调光
Knob�Button
Dimmer�Control

材料:亚克⼒光学透镜
Material:�PMMA�optical�Lens

安装⽅式:磁吸四线导轨系统
Mounting:�Magnet�4�wires�track�system

光形态:对称
Light�distribution�symmetry:�symmetric

安装⽅法:驱动内置/电源外置
Transformer�mounting:�Driver�Built-in,
Remote�Power�Supply

蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

MVT1001N2-018L3-D(W/C)White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

IP�等级
IP�Level

24PCS

旋钮调光
Knob�Button
Dimmer�Control

材料:亚克⼒光学透镜
Material:�PMMA�optical�Lens

安装⽅式:磁吸四线导轨系统
Mounting:�Magnet�4�wires�track�system

光形态:对称
Light�distribution�symmetry:�symmetric

安装⽅法:驱动内置/电源外置
Transformer�mounting:�Driver�Built-in,
Remote�Power�Supply

各⻆度模拟效果���Beam�angle�simulation�diagram

10° 60°

各⻆度模拟效果���Beam�angle�simulation�diagram

15° 20°

30° 50°

Magnetic�Spotlight Magnetic�Spotlight
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Zoomable�
10°-�60°

6891cd 1244cd

各⻆度模拟效果���Beam�angle�simulation�diagram
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各⻆度模拟效果���Beam�angle�simulation�diagram

15° 20°

30° 50°

蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

MVT1001N4-OZ-013L3-D(W/C)White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

MVT1001N4-018L3-D(W/C)White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

材料:亚克⼒光学透镜
Material:�PMMA�optical�Lens

安装⽅式:磁吸四线导轨系统
Mounting:�Magnet�4�wires�track�system

光形态:对称
Light�distribution�symmetry:�symmetric

安装⽅法:驱动内置/电源外置
Transformer�mounting:�Driver�Built-in,
Remote�Power�Supply

材料:亚克⼒光学透镜
Material:�PMMA�optical�Lens

安装⽅式:磁吸四线导轨系统
Mounting:�Magnet�4�wires�track�system

光形态:对称
Light�distribution�symmetry:�symmetric

安装⽅法:驱动内置/电源外置
Transformer�mounting:�Driver�Built-in,
Remote�Power�Supply

IP�等级
IP�Level

24PCS

旋钮调光
Knob�Button
Dimmer�Control

IP�等级
IP�Level

24PCS

旋钮调光
Knob�Button
Dimmer�Control

18W��Ra≥90��50°
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⾮凡系列 FAVOR�Pro�series
磁吸射灯

Magnetic�Spotlight Magnetic�Spotlight



MVC2001A13-018L35-D(W/C)

Recessed�Spotlight
嵌⼊式射灯

Recessed�Spotlight
嵌⼊式射灯

⾮凡系列 FAVOR�Pro�series ⾮凡系列 FAVOR�Pro�series
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MVC2001A13-OZ-013L3-D(W/C)

90°

355°

Zoomable�
10°-�60°

13W��Ra≥90��10°

465lm
1220lm

38.1%
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蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter 蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片

Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

IP�等级
IP�Level

24PCS

IP�等级
IP�Level
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Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color
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Black/⿊⾊�

Chrome/铬⾊
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Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color
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4716cd 1526cd

15°

30° 50°

18W��Ra≥90��50°



MVC2001A15-018L35-D(W/C)

Recessed�Spotlight
嵌⼊式射灯

Recessed�Spotlight
嵌⼊式射灯

⾮凡系列 FAVOR�Pro�series ⾮凡系列 FAVOR�Pro�series
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MVC2001A15-OZ-013L35-D(W/C)
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蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

IP�等级
IP�Level
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IP�等级
IP�Level
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蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

Zoomable�
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18W��Ra≥90��50°



MVC2001A14-OZ-013L3-D(W/C) MVC2001A14-018L3-D(W/C)

Recessed�SpotlightRecessed�Spotlight
嵌⼊式射灯嵌⼊式射灯
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蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

IP�等级
IP�Level

24PCS IP�等级
IP�Level

24PCS

White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color
White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

18W��Ra≥90��50°1500mm线⻓可调整1500mm线⻓可调整

各⻆度模拟效果���Beam�angle�simulation�diagram

10° 60°

各⻆度模拟效果���Beam�angle�simulation�diagram

15° 20°

30° 50°



MVC2001A16-OZ-013L35-D(W/C) MVC2001A16-018L35-D(W/C)

Recessed�SpotlightRecessed�Spotlight
嵌⼊式射灯嵌⼊式射灯
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13W��Ra≥90��10° 13W��Ra≥90��60°

1
2
3
4
5

465lm
1220lm

38.1%

10°

6888
1722
765
431
276

1
2
3
4
5

0.22
0.43
0.65
0.86
1.08

10°

720lm
1220lm

59%

60°

1240
310
138
78
50

0.94
1.88
2.82
3.75
4.69

60°

Zoomable�
10°-�60°

6891cd 1244cd

White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color
White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

18W��Ra≥90��15°

18W��Ra≥90��30°

1376lm
1680lm

81.9%

15°
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3990
1773
998
639

1
2
3
4
5

0.24
0.47
0.71
0.95
1.18

1330lm
1680lm

79.2%

30°

4698
1174
522
294
188

1
2
3
4
5

0.52
1.05
1.57
2.09
2.62

18W��Ra≥90��20°

1387lm
1680lm

82.6%

20°

8978
2245
998
561
359

1
2
3
4
5

0.36
0.73
1.09
1.45
1.82

20°

1385lm
1680lm

82.4%

50°

1525
381
170
95
61

1
2
3
4
5

1.16
2.31
3.47
4.62
5.78

15969cd 8978cd

4716cd 1526cd

15°

30° 50°

18W��Ra≥90��50°

蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

IP�等级
IP�Level

24PCS IP�等级
IP�Level

24PCS

各⻆度模拟效果���Beam�angle�simulation�diagram

10° 60°

各⻆度模拟效果���Beam�angle�simulation�diagram

15° 20°

30° 50°

1500mm线⻓可调整 1500mm线⻓可调整



MVT1001N5-OZ-013L3-D(W/C) MVT1001N5-018L3-D(W/C)

Surface�Spotlight
明装射灯

Surface�Spotlight
明装射灯

⾮凡系列 FAVOR�Pro�series ⾮凡系列 FAVOR�Pro�series

MERCANVEE���|���023 FAVOR�Pro�Series���|���024

13W��Ra≥90��10° 13W��Ra≥90��60°

1
2
3
4
5

465lm
1220lm

38.1%

10°

6888
1722
765
431
276

1
2
3
4
5

0.22
0.43
0.65
0.86
1.08

10°

720lm
1220lm

59%

60°

1240
310
138
78
50

0.94
1.88
2.82
3.75
4.69

60°

Zoomable�
10°-�60°

6891cd 1244cd

White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color
White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

18W��Ra≥90��15°

18W��Ra≥90��30°

1376lm
1680lm

81.9%

15°

15961
3990
1773
998
639

1
2
3
4
5

0.24
0.47
0.71
0.95
1.18

1330lm
1680lm

79.2%

30°

4698
1174
522
294
188

1
2
3
4
5

0.52
1.05
1.57
2.09
2.62

18W��Ra≥90��20°

1387lm
1680lm

82.6%

20°

8978
2245
998
561
359

1
2
3
4
5

0.36
0.73
1.09
1.45
1.82

20°

1385lm
1680lm

82.4%

50°

1525
381
170
95
61

1
2
3
4
5

1.16
2.31
3.47
4.62
5.78

15969cd 8978cd

4716cd 1526cd

15°

30° 50°

18W��Ra≥90��50°

15
00

m
m
线

⻓
可

调
整

15
00

m
m
线

⻓
可

调
整

蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

IP�等级
IP�Level

24PCS IP�等级
IP�Level

24PCS

各⻆度模拟效果���Beam�angle�simulation�diagram

10° 60°

各⻆度模拟效果���Beam�angle�simulation�diagram

15° 20°

30° 50°



⾮凡系列 FAVOR�Pro�series ⾮凡系列 FAVOR�Pro�series

MERCANVEE���|���025 FAVOR�Pro�Series���|���026

MVT1001N3-OZ-213L3-D(W/C)

2x13W��Ra≥90��10° 2x13W��Ra≥90��60°

1
2
3
4
5

2x465lm
2x1220lm

38.1%

10°

6888
1722
765
431
276

1
2
3
4
5

0.22
0.43
0.65
0.86
1.08

10°

2x720lm
2x1220lm

59%

60°

1240
310
138
78
50

0.94
1.88
2.82
3.75
4.69

60°

Zoomable�
10°-�60°

6891cd 1244cd

90°

355°

Surface�Spotlight
明装射灯

 Floor Lamp
落地灯

Desk Reading Lamp
桌⾯阅读灯

触控开关，调节亮度
Touch�Dimming

White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

IP�等级
IP�Level

24PCS

各⻆度模拟效果���Beam�angle�simulation�diagram

10° 60°



MVT1001N7-OZ-013L3-D(W/C)

 Floor Lamp

落地灯

⾮凡系列 FAVOR�Pro�series ⾮凡系列 FAVOR�Pro�series

MERCANVEE���|���027 FAVOR�Pro�Series���|���028

13W��Ra≥90��10° 13W��Ra≥90��60°
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3
4
5

465lm
1220lm

38.1%

10°

6888
1722
765
431
276

1
2
3
4
5

0.22
0.43
0.65
0.86
1.08

10°

720lm
1220lm

59%

60°

1240
310
138
78
50

0.94
1.88
2.82
3.75
4.69

60°

Zoomable�
10°-�60°

6891cd 1244cd

90°

355°

Desk Reading Lamp

桌⾯阅读灯

MVT1001N6-OZ-013L3-D(W/C)

90°

355°

触控开关，调节亮度

IP 等级

IP Level
24PCS

触控调光

Touch DimmingTriac Dimming

White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

触控开关，调节亮度

IP 等级

IP Level
24PCS

触控调光

Touch DimmingTriac Dimming

各⻆度模拟效果���Beam�angle�simulation�diagram

10° 60°

Touch�Dimming Touch�Dimming

Zoomable�
10°-�60°

13W��Ra≥90��10°

465lm
1220lm

38.1%

10°

6888
1722
765
431
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1
2
3
4
5
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0.43
0.65
0.86
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10°
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3
4
5
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59%
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0.94
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3.75
4.69

60°

1244cd



MERCANVEE���|���029 FAVOR�Pro�Series���|���030

三线导轨射灯

3-Wire�Single�Phase�Track�Light
三线导轨射灯

3-Wire�Single�Phase�Track�Light⾮凡系列 FAVOR�Pro�series ⾮凡系列 FAVOR�Pro�series

MVT1001�N8-018L3-D(W/C)

MVT1001N8-OZ-013L3-D(W/C)

90°

355°

90°

355°

White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

蜂窝罩 条纹滤片 柔光膜布纹玻璃柔光滤片
Striped filter Diffusion film

R.G.B.Y滤片
R.G.B.Y filter

UV滤片
Anti-UV filter

White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

White/⽩⾊�

Black/⿊⾊�

Chrome/铬⾊

颜⾊�|�Color

IP�等级
IP�Level

24PCS

IP�等级
IP�Level

24PCS

Zoomable�
10°-�60°

13W��Ra≥90��10°

465lm
1220lm

38.1%

10°
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431
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0.43
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0.86
1.08
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59%
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18W��Ra≥90��15°

18W��Ra≥90��30°

1376lm
1680lm

81.9%

15°

15961
3990
1773
998
639

1
2
3
4
5

0.24
0.47
0.71
0.95
1.18

1330lm
1680lm
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522
294
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1
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5
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1
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5

0.36
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1
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3
4
5
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2.31
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4716cd 1526cd

15°
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18W��Ra≥90��50°



MERCANVEE���|���031 FAVOR�Pro�Series���|���032

⼀、�房地产类��Real�Estate:

⼆、�酒店类��Hotel:

三、�餐饮类��Catering:

四、�服饰类��Costume:

五、�家居类���Home:

六、汽⻋类���Automotive:

七、�博物馆���Museum:

⼋、�办公类���Office:
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