Specification CHIRON R.3207 Series

R.3207H/R.3207I

R.3207J/R.3207K

R.3207L/R.3207M

Product Features

Product Introduction

» CHIRON R.3207 series has three different sizes with simple shape;

+ The module light source could cover the wattage range from 50W to
300W;

« Modules are connected by waterproof plug connectors ,each part is
detachable ,also with the independent heating dissipation ,the driver
protection could reach IP67;

« The streamline design not only greatly reduce the wind resistance ,
but also plays a role of self- cleaning ,which is a kind of cost-effective
road lamp product.

Universal Application

+ Module combination design ,ultra high efficiency ,max 145+8lm/w
achievable

« 6 different watts: 50W. 100W. 150W. 200W. 250W. 300W

+ 2 kinds of light distribution: TYPE 2. TYPE 3

« Standard color temperature(C.C.T): 3000K. 4000K. 5000K

Performance Reliable

+ High standard ADC12 Aluminum, integrated die- casting technology

+ 500 hours anti-salt spray corrosion spraying treatment

« Driver ,module protection grade ups to IP67 waterproof and
dust-proof design (No glue)

« Falling prevention safety rope

Durable
+ 100,000 hours life time L70@40°C Ta

« High quality driver
+ 10KV 5KA Surge protector

Application Flexible

‘Module design : Power can be designed according to customer’s

requirements to meet various

« Installation hole suitable for @50mm/@60mm lamp pole

« Against 3G vibration ,impact ,adaptable to different severe
environment

« Light sensor switch ,NB-10T, ZigBee and other intelligent control
components can be installed as well

Maintenance Convenient

‘Modules are connected by waterproof plug connectors ,convenient

disassembly and assembly
« Open tool-less ,reduce later maintenance workload

Components Choosable

-10KV surge protector

« Falling prevention safety rope
« Single lamp control
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Technical Data-R.3207H

Model R.3207H.10.0050 R.3207H.10.0100
Rated Power 50W 100W

LED Source 5050 5050

LED modules QTY 1 2

CRI CRI =70 CRI =70

PF =0.9 =0.9

CCT 3000K/4000K/5000K 3000K/4000K/5000K
lurinous flux(T2) 6750/7000/7000 13500/14000/14000
luminous flux(T3) 6804/7056/7056 13608/14112/14112
Dimension L519*W300*H164mm L519*W300*H164mm
Weigh 5.8KG 6.3KG

Light distribution TYPE2, TYPES

Input Voltage AC176V~265V 50~60Hz

Ripple current

5% TYP / 10% MAX

THD

<20%@100-277Vac/50Hz, 70-100%load

Control Mode

Single Color ON/OFF

Material Die-castaluminum lamp body
Lifespan 50000H

Ambient Temperature -20°C~40°C

Ambient humidity 10%~95%RH

Security Level CLASS |

Ingress Protection

Driver ,module IP67

Technical Data-R.3207I

Model R.32071.10.0050 R.32071.10.0100
Rated Power 50W 100W

LED Source 3030 3030

LED modules QTY 1 2

CRI CRI' =70 CRI =70

PF =0.9 =0.9

CCT 3000K/4000K/5000K 3000K/4000K/5000K
lurinous flux(T2) 5750/6000/6000 11500/12000/12000
lurninous flux(T3) 5410/5646/5646 10822/11292/11292
Dimension L519*W300*H164mm L519*W300*H164mm
Weigh 5.8KG 6.3KG

Light distribution TYPE2. TYPES

Input Voltage AC176V~265V 50~60Hz

Ripple current

5% TYP/10% MAX

THD

<20%@100-277Vac/50Hz, 70-100%!load

Control Mode

Single Color ON/OFF

Material Die-castaluminum lamp body
Lifespan 50000H

Ambient Temperature -20°C~40°C

Ambient humidity 10%~95%RH

Security Level CLASS |

Ingress Protection

Driver ,module IP67
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Technical Data-R.3207J

Model R.3207J.10.0150 R.3207J.10.0200
Rated Power 150W 200W

LED Source 5050 5050

LED modules QTY 3 4

CRI CRI =70 CRI'=70

PF =0.9 =0.9

CCT 3000K/4000K/5000K 3000K/4000K/5000K
lurinous flux(T2) 20250/21000/21000 27000/28000/28000
lurninous flux(T3) 20412/21168/21168 27216/28224/28224
Dimension L709*W385*H214mm L709*W385*H214mm
Weigh 9.5KG 10.0KG

Light distribution TYPE2. TYPE3

Input Voltage AC176V~265V 50~60Hz

Ripple current

5% TYP/10% MAX

THD

<20%@100-277Vac/50Hz, 70-100%!load

Control Mode

Single Color ON/OFF

Material Die-castaluminum lamp body
Lifespan 50000H

Ambient Temperature -20°C~40°C

Ambient humidity 10%~95%RH

Security Level CLASS |

Ingress Protection

Driver ,module IP67

Technical Data-R.3207K

Model R.3207K.10.0150 R.3207K.10.0200
Rated Power 150W 200W

LED Source 3030 3030

LED modules QTY 3 4

CRI CRI =70 CRI =70

PF =09 =09

CCT 3000K/4000K/5000K 3000K/4000K/5000K
lurinous flux(T2) 17250/18000/18000 23000/24000/24000
luminous flux(T3) 16232/16938/16938 21643/22584/22584
Dimension L709*W385*H214mm L709*W385*H214mm
Weigh 9.5KG 10.0KG

Light distribution TYPE2. TYPES

Input Voltage AC176V~265V 50~60Hz

Ripple current

5% TYP/10% MAX

THD

<20%@100-277Vac/50Hz, 70-100%!load

Control Mode

Single Color ON/OFF

Material Die-castaluminum lamp body
Lifespan 50000H

Ambient Temperature -20°C~40°C

Ambient humidity 10%~95%RH

Security Level CLASS |

Ingress Protection

Driver ,module IP67
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Technical Data-R.3207L

Model R.3207L.10.0250 R.3207L.10.0300
Rated Power 250W 300W

LED Source 5050 5050

LED modules QTY 5 b

CRI CRI =70 CRI'=70

PF =0.9 =0.9

CCT 3000K/4000K/5000K 3000K/4000K/5000K
lurinous flux(T2) 33750/35000/35000 40500/42000/42000
lurninous flux(T3) 34020/35280/35280 40824/42336/42336
Dimension L882*W402*H200mm .882*W402*H200mm
Weigh 12.5KG 13.0KG

Light distribution TYPE2. TYPE3

Input Voltage AC176V~265V 50~60Hz

Ripple current

5% TYP/10% MAX

THD

<20%@100-277Vac/50Hz, 70-100%!load

Control Mode

Single Color ON/OFF

Material Die-castaluminum lamp body
Lifespan 50000H

Ambient Temperature -20°C~40°C

Ambient humidity 10%~95%RH

Security Level CLASS |

Ingress Protection

Driver ,module IP67

Technical Data-R.3207M

Model R.3207M.10.0250 R.3207M.10.0300
Rated Power 250W 300W

LED Source 3030 3030

LED modules QTY 5 6

CRI CRI =70 CRI =70

PF =0.9 =09

CCT 3000K/4000K/5000K 3000K/4000K/5000K
lurinous flux(T2) 28750/30000/30000 34500/36000/36000
lurninous flux(T3) 27053/28230/28230 32464/33876/33876
Dimension L882*W402*H200mm L.882*W402*H200mm
Weigh 12.5KG 13.0KG

Light distribution TYPE2. TYPES

Input Voltage AC176V~265V 50~60Hz

Ripple current

5% TYP/10% MAX

THD

<20%@100-277Vac/50Hz, 70-100%!load

Control Mode

Single Color ON/OFF

Material Die-castaluminum lamp body
Lifespan 50000H

Ambient Temperature -20°C~40C

Ambient humidity 10%~95%RH

Security Level CLASS |

Ingress Protection

Driver ,module IP67
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Application Scenarios

TYPE 2 TYPE 3
2~3 Lanes 3~4 Lanes
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1. Check whetherall components or parts of the lamp are in good condition and
complete;

2. Openup the lamp buckle ,twist off the front ring of the cable gland ,put the
cables through then twist the front ring back and make it tightened (See
installation diagram];

3. Install the lamp on the lamp post,adjust the angle tighten the bolt and then
fasten the nut to prevent loosening;

4. When connecting the input power cord inside the lamp ,customers must get
special attention on the phase and mark of the cable .Blue-N,Brown-L
Yellow/Green -&

5. Theouter cable iswith 3 cords ,each cable diameter
needs1.0~2.5mm?2external diameter @7 mm~12mm ,ifitis Y type connecting ,the
cable will be damaged ,please contact professional staff to make replacement;
6. Thecomplete lamp installation method ,please refer to the Installation
Diagram as shown atright.

Cable gland
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<= Install the lamp on the lamp post

Encoding Rule Example: R.3207M.10.0300.0T3.W3.02

Product Type

Product Code

Classification

Light Source Rated Power Light Distribution Light Color Input Voltage

R: Road Light

3207

M

10: LED 0250: 250W

0300: 300W

0T2:TYPE2
0T3: TYPES

W3: 3000K
Wi: 4000K
W5: 5000K

02: AC176V~265V
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www.china-greenlighting.com

Changzhou Green Lighting Co., Ltd.

No.269 Fumin Rd, Economic Development Zone, Changzhou, China
Tel: +86 519 88406000 88411399
Fax: +86 519 88406100

Email:

green@china—greenlighting.com
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