OKTECH

RJW7101/LT EXPLOSION-PROTECTED PORTABLE SEARCHLIGHT @

B Rechargeable

B Robust light alloy enclosure

B Transparent cover: tempered glass

B Two modes: strong light and working light
B Indication of available battery capacity

B Long distance of lighting

1.Handle
2.Switch
3.Lamp
4.Lighthead

5.Charging port

RANGE DIAGRAM

80 240 400 cm/® 80 240 400 cm/®

13000 2100 750 Lux 6800 1100 400 Lux

1 3 5 m 1 3 5 m
Strong light Working light

Product design and specifications are subject to change without notice, please check the OKTECH website for latest specifications.



OKTECH

TECHNICAL SPECIFICATION

ATEXED 112 G Ex dia IIC T6 Gb LCIE 13 ATEX 3092 X

CQST,GOST-K,GOST-R approved.

&

MATERIALS -
Enclosure Aluminum alloy &
Transparent cover Tempered glass =

ELECTRICAL PARAMETER

Input 100V~240V AC 50Hz~60Hz
Output 11.1v DC
Ambient temperature -20 °C to +55°C
Degree of protection P46 % Q\ ?
BATTERY § Q 2
N~ ©
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Type Lithium battery
Capacity 2.2 Ah 197
Battery life 500 cycles
Charging time 5h
Duration =4.5 h (strong light)
=10 h (working light)
LAMP CONFORMITY TO STANDARDS
Type LED IEC60079/IEC60598
Current 600 mA (strong light)
300 mA (working light)
Watts 2x3W
Lamp life =100000 h

SELECTION TABLE

T T S

Cool white High Brightness 1.00 kg

LEITTD 7312 Warm white High CRI 1.00 kg
European standard plug 0.16 kg

Charger British standard plug 0.20 kg
Chinese standard plug 0.16 kg

Product design and specifications are subject to change without notice, please check the OKTECH website for latest specifications.



