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— SK series solar charge controller

Solar Controller Expert

SK series is a new series of intelligent multi-purpose solar charge controllers.
Its innovative design makes it easy to install and quite user-friendly.Optimized

Intelligent solar charge controller

series solar charge controller

charging and discharging management extends the service life of batteries

considerably. Meanwhile, parameters are explicitly displayed. All parameter
values can be set to meet various applications.

Model: SK10DU

Rated Voltage: 12V24V Auto identified
Rated Current: 10A

USB output:5V1Ax2

Button: Plastic button

Temperautre sensor port: x1
Communication port: RJ45(Optional)

Packing info: 50pcs/carton

Carton size: 540mmx370mmx280mm
Gross weight: 19.5Kg

Volume: 0.056m?*

CF° SK60D

SOLAR CONTROLLER

(SIS YY)

Model:SK50D/SK5048D
ISK60D/SK6048D

Rated Voltage: 12V24V Auto identified or 48V
Rated Current: 50A,60A

LCD screen size: 2.6"

Button: Silicone color button

Temperautre sensor port: x1

Communication port: RJ45(Optional)

Packing info: 24pcs/carton

Carton size: 615mmx425mmx200mm(50A)
615mmx425mmx225mm(60A)

Gross weight: 17.5Kg(50A)/21Kg(60A)

Volume: 0.052m3(50A)/0.059m3(60A)

Model: SK20DU

Rated Voltage: 12V24V Auto identified
Rated Current: 10A,20A

USB output:5V1Ax2

Button: Plastic button

Temperautre sensor port: x1
Communication port: RJ45(Optional)

Packing info: 40pcs/carton

Carton size: 605mmx405mmx235mm
Gross weight: 17Kg

Volume: 0.058m?
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SOLAR CONTROLLER
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Model:SK80D/SK8048D

Rated Voltage: 12V24V Auto identified or 48V
Rated Current: 80A

LCD screen size: 2.6"

Button: Silicone color button

Temperautre sensor port: x1

Communication port: RJ45(Optional)

Packing info: 12pcs/carton

Carton size: 490mmx465mmx190mm
Gross weight: 17.8Kg

Volume: 0.043m3

Model: SK30D/SK3048D
/SK40D/SK4048D

Rated Voltage: 12V24V Auto identified or 48V
Rated Current: 30A,40A

LCD screen size: 2.2"

Button: Plastic button

Temperautre sensor port: x1

Communication port: RJ45(Optional)

Packing info: 30pcs/carton

Carton size: 590mmx430mmx180mm
Gross weight: 15Kg

Volume: 0.045m?

C° SK100D

SOLAR CONTROLLER

Model: SK100D/SK10048D

Rated Voltage: 12V24V Auto identified or 48V
Rated Current: 100A

LCD screen size: 2.6"

Button: Silicone color button

Temperautre sensor port: x1

Communication port: RJ45(Optional)

Packing info: 12pcs/carton

Carton size: 525mmx490mmx190mm
Gross weight: 19.5Kg

Volume: 0.049m3

Functions:
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Color screen
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Battery capacity
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Features:

. Most parameters displayed explicitly.
. PWM charging mode with 4 stages
(bulk, absorption, float and equalized).
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DRI prrseniage 3. Adaptable to Sealed, GEL, Flooded and other customized
. battery type.
EU%@ @ | ” | 4. Auto-detect battery voltage or maintain a fixed voltage

: 5. All working parameters can be reset, saved and transferred

LCDdisplay 12/24V Auto  Clock PWM to a computer or other terminal equipment.
— 6. Various control mode for load
Battery A 7. Besides regular input,output and battery protection,
J}\ protection against over-current from solar panel is applied.
i ki T 8. Remote communication
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Optimized circuit design
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Selection of quality materials SCM accurate control

-t www.hanfsolar_.com
Q— hanfsolar.en.alibaba.com

02




