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¢ FEATURES

Miniature size 3.3x3.3mm
Reflow solderable

Contacts sealed structure
Ground terminal available

A SERIES
3.3x3.3 Miniature Type Tact Switch

HOW TO ORDER
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Major home appliances
Distribution boards
Storage batteries
Office equipment

Auxiliary Type  Attach Characteristics Operating Force Stem Color

[J=Black Base  E=With EarthTerminal A=90gf B=180gf B=Black

W=White Base ~ N=Non EarthTerminal ~C=250gf J=160gf L=Lcp White
4 APPLICATIONS

4 SPECIFICATION
ltems Standard
Operating temperature range -30C to +85C
Rating 50mA. 12V DC
Electrical Insulation resistance 100MQ min. 100V DC
performance Dielectric strength 250V AC for 1 min.
Contact resistance 100mQ max.
Durability Lifetime A=500,000Cycles B:J=300,000Cycles C=100,000Cycles
Mechanical Operating force A:90gf B:180gf C:250gf J:160gf
performance Travel 0.20 = 0.1mm
4 DIAGRAM
No . Circuit Diagram
: PCB Layout
H
TVAFO03-E 2 15 ®T®
1.8
L)
1 ® 3.35+0.2 \@ i
1.8 V7 il
T [ﬁ——ﬁ—riu
0.6
3.9540.2
H
TVAF03-N 15
1.8
o 2.0 I
2 A
2 \@ 7h |
& e T
= vz | Vi
g - | 25 |
50

Ji

ANFU| A-02




