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18PCS LED Zoom Rotating (HL-18) 

 
Thank you for choosing Bee Eye HL-18, which is the latest independent research 

and development of a high-quality beam rotation / zoom lights, products fully 

comply with European CE & RoHS standard and ISO9001 to support international 

DMX512 signal control mode. 

It is widely used in television, gymnasium, disco, dance halls, nightclubs, 

performances and other professional places. 
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1. Safety Instructions 

 

 

 

• Before using this product, please observe carefully the product is not unwrap or damage during 

transportation.  

• As a result of damage during transporting, please do not use the lights, and contact with the 

dealer or manufacturer. If you have questions about how to operate the fixture safely, please 

contact us by calling the 24-hour service hot line on +86 -02036633371.  
• Before running products, to ensure that the voltage and Hertz in accordance with the 

requirements of lights.   
• It’s very important, connecting ground wire to avoid the electric shock.   
• This product is for dry indoor environment.   
• This product must be installed on the sufficient space, adjacent to interface the shortest distance 

of 50 cm, to ensure that the lights will not crash each other.   
• Before moving or repairing the product, please unplug the power.   
• When it working, ensure that no inflammable and explosive near objects.   
• When handling this product, lift the armrest base, rather than the lamp body.   
• This product is suitable for a maximum temperature of 40 degrees Celsius, when the surrounding 

environment is higher than 40 degrees Celsius, please do not use this product.   
• Do not touch when working, the product runs very fast. Prevent hand injury.   
• Problems happens when operating performances, should immediately stop using the lights.   
• Do not carry out maintenance, repair damage caused or likely to cause other problems.   
• Please contact the company’s maintenance repair. During the repair process, use the same 

type of accessories.   
• Please read the instructions carefully, especially regarding the installation, using, maintenance 

parts.   
• Always transport the lighting in a packed anti-shock protection carton or flight case  

 

 

 

 

 

 

 

 

 

 

 

 



2. Technical Parameters 

 
 

• Voltage Range:100V~240V,50-60HZ 

• DMX Channels: 20/38/90CHs 

• Control: DMX 512, Auto, Master-slave Mode. 

• Display: LCD Display+Key 

• Light Source: 18pcs 15W RGBW 4in1 Tianxin LED, 

50000 Hours 

• Beam Angle:1.5-90° 

• Color Effect: 3D beam with rotating flow rainbow 

effect 

• Strobe1-30 times / sec electronic strobe and random 

strobe 

• Lens: Prismatic & aspheric lens 

• Pan/Tilt: 540°/270° 

• Dimmer：0-100% linear dimming 

• Motors: 3 unit super silent 2-phase step motors and 

2 unit 3-phase step notors,16 bit 

• IP Rate：IP20 

• Weight: 9.6kg 

• Size: 229*345*426mm 
 

 

 

 

 

 

 

 

 

 



3. Schematic Lighting Components 

Dimensions 

 
 

Parts 

  

 

 



4. Packing And Shipping 

4.1 Packing 

Moving Head LED light is packaged by carton or standard 2in1flight case.(selectable 1in1 or 4in1), 

Random accessories items shown below 

Name Quantity Unit 

User Manual 1 piece 

Signal Line 1 piece 

Powercon In & Out 1 set 

Hanging lamp 

hook and fastener 

2 piece 

Power line 1 piece 

Safety rope 1 piece 

4.2 Packing 

1. Disconnect the power supply so that the lamp to cool completely before packaging equipment, at 

least 15 minutes or more.  
 

2. Cover the light, seize the equipment both aluminum handles on to make it upside down and gently 

placed in the box.  
 
3. Add lighting accessories after placing the light in box.  
 
4. Up to two crates stacked prohibited upside down.  

 

 

 

 

4.3 Unpacking 

1. Open the box and bag  
 
2. Seizing the equipment handles, lifting and carrying away the light from the box .Or opening the 

flight case cover placing lift boom close to the light base, then equiping light hook on light base 

bottom tightening Quick Install locks. At last rising away boom to the top of the lamp from flight 

case, put the flight case away.  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

Note:  
Upon receipt of lamps, please check if there is damage to the fold closure caused by 

transport, where there is transportation damage, please do not use this fixture, and contact 

us as soon as possible 

 

Users should ensure that light and installation materials are checked for regular safety checks, 

Unprofessional incorrect installation can lead to dangerous, if the lack of working conditions and professional 

standards, please operate the light by professionals. Do not use the light if the working temperature isn’t 

-15°-40° .When the lighting installation, dismantling, moving, or servicing, do not stand directly beneath the 

lamp. The operator must ensure that the fixtures are securely connected, installing the light after 

professionals approving electrical parameters make sure that these installation must be checked at least 

once per year by experts. 

 

5. Installation 

5.1 Installating rigging 

18pcs 15W LED Zoom Bee Eye can be placed on the stage or on a stand in any direction. Quick 

lock system can quickly and easily remove or install a light hook. 

 

Note:  
Must use two clamps fixed equipment, and are 1/4 buckle fastening jig, only fully rotated 

90 degrees clockwise to lock fastener. 

 

5.2 Fixed equipment 

1. Before installing fixtures must verified rigging equipments 

are not damaged, and can bear at least 10 times of light’s 

weight. Check the building can be beared at least 10 

times of total weights of light, fixture, and cable 

accessories  

2. Insert the locked hook fastener into base mounting holes 

horizontally, grab the handle clockwise 90 degrees 

fasteners, in the same way to install a second fastener, 

make sure the fastener is fastened under the light base. 

3. If truss can be lifted the equipment can be directly 

clamped from flight case and locked fixture base. Then 

hung on the light and fixed it. Before rising the light to right 

height, connect the power cord and signal cable.  

 

 

 

 

 

 



 
Lights must be placed vertically upward. The shortest distance between working lights must be 

more than or equal to 500mm. Layout the lighting installation as shown above.. 

 

5.3 Data cable 
 
Data cable is DMX512 signal 
 
Signal line connections is X-type connector, X-type connector-----If the external flexible cable or cord of 

this light is damaged, please replace professional cable or cord from the manufacture or its agent.Lights’ 

DMX input and output connects to a three-pin XLR, first pin is grounded, then negative signal is second 

pin, third pin connects to the positive polarity signal. 
 
In order to prevent reception reflection and interference control signal, a terminal plug must be installed 

on the first branch of the connected device last 3-pin output jack.      

           

 

 
3XLR plug Terminal plug connect with XLR plug second or 
1.Grounding third by a 0.25w 120ohm resistor, then connect 

2.Signal- the resistor into last light’s DMX output jack 
3.Signal+  

 

The controller connects to the nearest input XLR 3-pin, then from the output of the device connects to 

the input of the next device, continuous connection one by one, the final output data cable terminal 

equipment plug one end into the terminal. 

 
 
 

If the signal transmission is long-distance , 512 signal amplifier must be 

added. DMX512 signal controller connect to the input of the amplifier first, 

then connect to the fixture from its output, couple with the terminal plug last. 

 

 



Do not use two separate output connections. To connect the 

branch, a separating consecutive DMX512 signal amplifier must 

be used to separate. 

 

Please use the shielded twisted-pair cable. Standard 

microphone cables can not be reliably controlled 

long-distance data. 

 

6. AC Power 

6.1 Fuse Size 

Power: 100-240v~  
Fuse: 6A 6 * 30 main fuse 

 

6.2 Power Connection 

If the external flexible cable or cord of this light is damaged, the line is up to the manufacturer or its 

service agent or a similar qualified person to replace, in order to avoid danger. Connect the power 

supply personnel must have the appropriate qualifications before proceeding, you must make sure you 

are using the power supply voltage matches the voltage identified and have overload or leakage 

protection. Directly connect the device to the power supply, do not connect to the silicon box dimming 

system, otherwise damage to the equipment. 

 7.Dynamic Effects  

 

7.1 Optical lens plate 

    

The optical lens plate consists of 18 pieces of high transmittance 

aspheric lens + plastic housing 

 



7.2 Optical lens focusing and rotation 

The use of ultra-quiet  motor + rotating stepper motor combination of synchronous work, adjust the optical 

lens plate to make gobo clear and to achieve the gobo from 6.5 degrees -57 degrees zoom amplifier system. 

 

7.3 Dimmer & Strobe 

Color modeling rich and varied, 65,536 level dimming, super smooth, the main auxiliary light effect level, 1-30 

times / sec electronic strobe and random strobe. 

 

 

7.4 Pan& Tilt 

Pan/Tilt: 540°/270° 16bit 

The speed of Pan& Tilt is adjustable 

 

7.5 Dimmer & Shutter 

0-100% Mechanical Dimmer.  

The dimmer can be operated immediately. The shutter speed can be adjusted and the highest speed can be 

up to 25times/seconds. Shutter: Pulse effect; random strobe slow to fast (0.5-9F.P.S) 

 

7.6 Frost 

Compose of a piece of frost, can achieve spot zoom to complete the soft effect according to the actual 

control. 

 

 

7.7 PAN & TILT MOVEMENT  

PAN:540 Tilt:270 16 Bit 

PAN&TILT movement speed can be adjusted  

 

 

 

 

 

 

 



8. LCD Control 

 

Main menu: 

1:Dmx address: 1-----511; 

2．Option : 

invert pan==on/off 

Invert tilt ==on/off 

3．Information: 

3-1．System version : 

Mcu1:Vnxxx 

Mcu2:Vnxxx 

Mcu3:Vxxxx 

3-2．Fixture hours 

Total:xxxxx(hrs) 

Cur:xxxxx(hrs) 

3-3．Lamp hours 

Total:xxxxx(hrs) 

Cur:xxxxx(hrs) 

3-4．Fans monitor 

Fan1（xxxx)rpm 



3-5．Temperature: 

Driver tem: 

Lamp tem: 

3-6．Dmx monitor: 

Ch1:…Ch2:…………ch43… 

4. Test : 

Manual 

Auto show  

5. Reset : (Press enter ) 

System reset  

P/T reset 

 

    

 

 

 

 

 

 

 

 

 

 

 

 

 



9. DMX Channels 
HL-18 Bee Eye Channel 

Channel  

List 

20 Channel 

Mode 

38 Channel Mode 92 Channel 

Mode  

Value Function 

1 Pan Pan Pan 0--255 Pan 

2 Pan fine Pan fine Pan fine 0—255 Pan fine 

3 Tilt Tilt Tilt 0—255 Tilt 

4 Tilt fine Tilt fine Tilt fine 0—255 Tilt fine 

5 P/T speed P/T speed P/T speed 0--255 P/T speed 

6 Zoom Zoom Zoom 0—255 Zoom 

7 Effect Effect Effect 0--255 Effect 

8 Fade Fade Fade 0--255 Fade 

9 Shutter Shutter Shutter 0—255 Shutter 

10 Dimmer Dimmer Dimmer 0—255 Dimmer 

11 Red Red Red 0—255 Red 

12 Green Green Green 0—255 Green 

13 Blue Blue Blue 0—255 Blue 

14 White White White 0—255 White 

15 CTO/CTB CTO/CTB CTO/CTB 0—255 CTO/CTB 

16 Color Color Color 

4—129 LED flow 

130---192 Flow effect through RGBW 

193---255 LED variety 

17 Gobo Gobo Gobo 0—255 Gobo 

18 Gobo Effect, Gobo Effect Gobo Effect 

0—127 Gobo Clockwise rotation 

Fast-Slow 

128—255 Gobo Counter rotation 

Fast-Slow 

19 Gobo back Gobo back Gobo back 0—255 Gobo Back  

20 Effect Effect Effect 

100---110 Pan & Tilt Reset 

111---120 Effect Reset 

121---127 All Reset 

128---250 Auto by controller 

21  Led1 RGBW Led1_Red 0—255  

22  Led2 RGBW Led1_Green 0—255  

23  Led3 RGBW Led1_Blue 0—255  

24  Led4 RGBW Led1_White 0—255  

25  Led5 RGBW Led2_ Red 0—255  

| 

| 

  | 

| 

| 

| 

 

38  Led18 RGBW Led5_ Green 0—255  

| 

| 

  | 

| 

| 

| 

 

92   Led18_ White 0—255  

 
 

 



 

10. Trouble Shooting 
Listed below are a few common problems that you may encounter, with solutions. 

Unit does not work, No light output and the fan does not work; 

1. Check the power connection and main fuse. 

2. Be sure the fuse holder is completely and properly seated. 

 

Not responding to DMX Control; 

1. Check the DMX connectors/cables to see if they are linked properly. 

2. If the DMX LED is on and no response to the channel, check the address settings and the DMX 

controller polarity. 

3. Try using another DMX controller. 

4. Check to see if the DMX cables run near or run alongside to high voltage cable. It may cause damage 

or interference to DMX interface circuit. 

 

One of the channels is not working well; 

1. The stepper motor might be damaged or the cable connected to the PCB is broken. 

2. The motor’s drive IC on the PCB might be out of condition. 

 

11. Cleaning 

Regularly clean the outside of the optical lens focusing on the dust. Based on the number of lamps use a 

clean environment to determine: Are they moist, smoked or is the surrounding environment 

particular-ly dirty, which can cause dust deposition lamps. 

 

Please use a glass cleaning solution and a soft cloth to wipe the focusing optical lens. Carefully dry each 

part. At least 20 days to clean the dust outside a lens, the lens inside 30-60 days to clean up the dust once. 

Regular inspection lamp fan and bottom case fan, a fan of at least 20\days to clean up dust deposition. 

 

Cleaning must be executed in case of power failure. 

 

 

 

 
 

 

 

 

 

 



12. Photometric Chart 

 

 

 

            


