NEW
DESIGN

KEL Series (150W~300W), single—channel programmable DC electronic loads, are designed for middle &
high-end applications. They can be offered as multiple solutions according to customer's need. The
online voltage measurements and adjustments or simulate short circuit test using the simple keypad on
the front panel, can be used by the end users. KWR series DC loads are a versatile instrument for static
and dynamic testing of power supplies, batteries, DC - DC converters, and battery chargers, which
provides user the best testing solution.

Features

Dynamic mode: up to 10KHZ

Resoulution of voltage and current: 0.1mV/0.1mA
Interface: LAN & USB & RS232

Four working modes: CV/CC/CR/CP

Remote sensing function

Battery test, automatic test, OPP test, OCP test funcitions.
Storage for 100 sets

Short-circuit function

Current monitoring funciton

Power off memory function

With rotary coding switch to make an easy operation
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Fast sequence Pulse test
Models | KEL102 | KEL103
' POWER E 150W : 300W
Input Rating |  \oltage : 0-120V | 0-120V
E Current : O—3IOA ' O—3IOA
! Range C 0-3A : 0-30A , 0-3A : 0-30A
CC Mode . Resoluton ! 0.1mA : 1mA | 0.1mA : 1mA
' Accuracy i + (0.05%+0.05%FS) - + (0.05%+0.05%FS)
" Range ! 0-18V E 0-120V : 0-18V E 0-120V
CV Mode | Resolution i 0.1mV ' TmV |
' Accuracy | t (0.05%+0.25%FS) ! t (0.05%+0.25%FS)
. Range ! 0.05Q-7.5KQ : 0.05Q-7.5KQ
CRMode ' Resoluton | 16bit : 16bit
' Accuracy 0.015%+0.1S : 0.015%+0.1S
. Range ! 150W | 300w
CWMode ' Resolution | 0.01W E 0.01W
! Accuracy : +(0.1%+0.1%FS) , +(0.1%+0.1%FS)
I Range ! 0-3A ; 0-30A | 0-3A l 0-30A
Slope ' Rising | 0.0001-0.15A/us !  0.001-1.5A/us i 0.0001-0.16A/us |  0.001-1.5Alus
! Falling ' 0.0001-0.15A/us i 0.001-1.5A/us 1 0.0001-0.15A/us 0.001-1.5A/us
| Range ! 0-18V ! 0-120V | 0-18V 5 0-120V
Voltage o ent |  Resoluion 0.1mv : 1mv ! 0.1mv : 1mv
i Accuracy \ + (0.025%+0.025%FS) i + (0.025%+0.025%FS)
| Range : 0-3A ; 0-30A ; 0-3A ; 0-30A
Current ment | Resolution 0.1mA ! mA ! 0.1mA ! 1mA
' Accuracy ' + (0.05%+0.05%FS) i + (0.05%+0.05%FS)
| Range | 150W ! 300W
hoasurement | Resolution ! 0.01W : 0.01W
. Accuracy : +(0.1%+0.1%FS) | + (0.1%+0.1%FS)
Over power protection i 160W ! 320W
Over current protection ! 32A ' 32A
Over voltage protection , 125V | 125V
Over temperature protection i 85C ' 85T
Input impedance ! 150K Q i 150K Q
Interfaces i USB, RS232 & LAN
Accessories : User manual, power cord, software CD, USB cable & RS232 cable
Weight and Dimension(W*D*H) 5.17KGS / 107mm*215mm*386mm

Note: Specifications are subject to change without notice.
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